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ORDERING INFORMATION 

PART IDENTIFIER:  CT2010AF 

 

SPECIFICATIONS 

1. ELECTRICAL: 

Nominal Impedance: 50 Ω. 

Frequency Range: DC- 2 GHz. 

VSWR: 1:35:1 Max. 

Input Power CW: Heat Sink 100°C:  5 Watts.  (Derate Power Linearly to 0 Watts @ 125°C). 

 

2. ENVIRONMENTAL: 

Operating Temperature: 55C TO +150C. 

Non-operating Temperature: -55°C TO +125°C. 

  

3. MARKING: 

Unit Marking: No Marking. 

 

4. QUALITY ASSURANCE: 

           Sample Inspect Per ANSI/ASQC Z1.4 General Inspection, Level II, AQL = 1.0. 
            Visual And Mechanical Per 824W154. 
           DC Resistance: 50  5%. 
           Data Requirements: 
            No Test Data Required for Customer. 
            Data Retention – 24 Months. 

 

5. PACKAGING: 

Standard Packaging: Tape and Reel. 

  

6. MECHANICAL: 

Substrate Material: ALUMINA MIL-I-10. 

Resistive Film: Thick Film. 

Terminal Material: Thick Film, lead free, RoHS Compliant. 

  

  

 

http://www.smithsinterconnect.com/
mailto:Focom.uscsr@smithsinterconnect.com
mailto:Focom.emeacsr@smithsinterconnect.com
mailto:Focom.asiacsr@smithsinterconnect.com
mailto:Focom.techsupport@smithsinterconncet.com
mailto:Focom.techsupport@smithsinterconncet.com
mailto:Focom.techsupport@smithsinterconncet.com


HIGH POWER CHIP TERMINATION, ALUMINA, LEAD FREE PLATING 
DATASHEET PART SERIES: CT2010AF Sheet 2 of 2 ECO-083989 
  Doc# CT2010AF-1010705 Revision A  
 

423F156 Datasheet Template Rev. A Cage Code: 24602 / 2Y194 www.smithsinterconnect.com 
 Specifications are Subject to Change Without Notice AS9100, ISO 9001 and 14001 Certified 
AMERICAS EUROPE ASIA 
Sales: Focom.uscsr@smithsinterconnect.com Sales: Focom.emeacsr@smithsinterconnect.com Sales: Focom.asiacsr@smithsinterconnect.com   
Technical Support: Focom.techsupport@smithsinterconncet.com    Technical Support: Focom.techsupport@smithsinterconncet.com Technical Support: Focom.techsupport@smithsinterconncet.com 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Unless Otherwise Specified:      TOLERANCE:  X.XX = ± 0.02    X.XXX = ± 0.010. 
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