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(19.56mm) (9.53mm)
$.067 THRU - .060
(1 S0 (1:52mm)  \ATERIALS:
BASE HOUSING: ALUMINUM
) o SUBSTRATE: BERYLLIUM OXIDE
) RESISTIVE FILM: NICHROME
0 SCREWS: STAINLESS STEEL
(15.548m) e CONNECTOR:
2y | Labe BODY & C. NUT: STAINLESS STEEL PER QQ-S-764
CONTACT: BERYLLIUM COPPER PER QQ-C—530
* N COND. H. ALLOY 173
INSULATOR: TEFLON PER MIL—P—19468
; FINISH:
-060 — 125 — .1875 BASE HOUSING: NICKEL PER QQ—N—290A
(1.52mm) (3.18mm) (4.76mm) CONNECTOR:
BODY & C. NUT: CORROSION RESISTANT IAW
— —— .250 MIL—STD—202
(6.35mm) CONTACT: GOLD PER MIL—G—45204B
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DRAWING NO. REV.

REQUIREMENTS RATING REQUIREMENTS RATING
MIL—STD—39012
NOMINAL IMPEDANCE (OHMS) 50 INTERFACE DIMENSIONS ISR Series
FREQUENCY RANGE (GHz) DC — 18.0
TEMPERATURE COEFFICIENT LESS THAN 200 PPM MIL—STD—202
VIBRATION METHOD 204
OPERATING TEMPERATURE (C) —-55 TO +125 COND. D (20 G’s)
VSWR (MAXIMUM) DC—18.0 GHz: 1.20:1 MIL—STD—202
SHOCK METHOD 213 .
AVERAGE POWER (WATTS) 15 COND. 1 (100 G’s)

DC RESISTANCE

50 OHMS +2%

THERMAL SHOCK

MIL—STD—202
METHOD 107 COND. B
(-=65 TO +125)C

MIL—STD—202
BAROMETRIC PRESSURE METHOD 105
COND. C
AVERAGE POWER DERATING
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