TITLE: SPECIFICATION CONTROL DRAWING
EMC PROPRIETARY

REVISIONS RECORD

REV | SHEET | DATE | DESCRIPTION

A 1-2 05/27/93 ECN 93-036

B 1-2 07/28/94 ECN 94-065

C 1-2 03/20/95 ECN 95-032

D 1-2 05/06/96 ECN 95-125, UPDATE TO CATALOG.

E 1-2 11/09/00 EN 00-471, ADD ROD INFO “CERAMIC — BERYLLIA, ASTM F-356".

E 1-2 10/7/04 EN 04-E231, REMOVE SIGNATURE BLOCK, NO REV CHANGE

F 1-2 12/13/12 EN 12-2139, UPDATE WITH NEW TITLE BLOCK — CORRECT DWG DIM. FROM 0.050SQ. TO 0.500SQ.
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TITLE: SPECIFICATION CONTROL DRAWING

PART IDENTIFIER: 8485
DESCRIPTION: 50 OHM FLANGE LOAD
ASSEMBLY DWG: 2100714
1.0 SPECIFICATIONS:
11 ELECTRICAL:
111 IMPEDANCE: 50 OHMS NOMINAL.
1.1.2 FREQUENCY RANGE: DC-14.5 GHZ.

1.1.3 INPUT POWER (MAX @ 60°C):
1.1.3.1 AVERAGE: 25 WATTS.

1.1.3.2 PEAK: 100 WATTS (100 US PULSE WIDTH AND 0.1% DUTY CYCLE).

1.14 VSWR: DC TO 4.0 GHZ - 1.15 MAX.
4.0TO 8.0 GHZ - 1.25 MAX.

8.0 TO 12.0 GHZ - 1.25 MAX.

12.0 TO 14.5 GHZ - 1.50 MAX.

1.2 MECHANICAL:
121 OUTLINE DWG: SEE SHEET 2.
1.2.2 WORKMANSHIP: PER MIL-STD-454, REQUIREMENT 9.

13 ENVIRONMENTAL:
131 TEMPERATURE RANGE:
1.3.1.1 NON-OPERATING: -55°C TO + 150°C.
1.3.1.2 OPERATING: -55°C TO +125°C.
1.3.2 VIBRATION: PER MIL-STD-202, METHOD 201 AND MIL-D-39030.
1.3.3 SHOCK: PER MIL-STD-202, METHOD 213, COND. I.

134 MOISTURE: PER MIL-STD-202, METHOD 106 AND MIL-D-39030 EXCEPT LOADING VOLTAGE IS NOT

APPLICABLE.
2.0 UNIT MARKING: "EMCT"
LEGIBILITY AND PERMANENCY PER MIL-STD-130.
3.0 QUALITY ASSURANCE:
3.1 SAMPLE INSPECT PER ANSI/ASQC Z1.4 GENERAL INSPECTION, LEVEL Il, AQL = 1.0.

3.1.1 VISUAL AND MECHANICAL EXAMINATION FOR CONFORMANCE TO CONTROL DRAWING REQUIREMENTS,

INCLUDING SMA INTERFACE.
3.1.2 MEASURE AND RECORD VSWR @ 1 TO 18 GHZ IN 1 GHZ INCREMENTS.
3.1.2.1 ACCEPTANCE LIMITS: SEE ELECTRICAL 1.1.4.

3.2 TEST DATA REQUIREMENTS:
3.2.1 NO TEST DATA REQUIRED FOR CUSTOMER.
3.2.2 DATA RETENTION - STANDARD.

4.0 PACKAGING: STANDARD PACK PER 755W002.
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