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ATERIALS:
| 1 BODY, COUPLING NUT AND CHAIN ASSEMBLY: STAINLESS
STEEL PER ASTM A582
CONTACT AND LOCK RING: BERYLLIUM COPPER PER ASTM B196
INSULATOR: TEFLON
GASKET: SILICONE RUBBER PER Z7Z—R-765
SUBSTRATE: ALUMINA
RESISTIVE FILM: NICHROME
FINISH:
BODY, COUPLING NUT AND CHAIN ASSEMBLY:
PASSIVATED PER QQ-P-35
CONTACT: GOLD PER MIL-G—45204
UNLESS OTHERWISE SPECIFIED REFERENCE FLORIDA
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REQUIREMENTS RATING REQUIREMENTS RATING
NOMINAL IMPEDANCE (OHMS) 50 MIL—STD—202
VIBRATION METHOD 204
FREQUENCY RANGE (GHz) DC — 18.0 COND. D (20 G's)
TEMPERATURE COEFFICIENT LESS THAN 200 PPM MIL—STD—202
SHOCK METHOD 213
OPERATING TEMPERATURE (C) —55 TO +125 COND. 1 (100 G’s)
DC—4.0: 1.05:1 MIL—STD—202
VSWR (MAXIMUM) 4.0-8.0: 1.10:1 THERMAL SHOCK 'E/‘_EEH502019F7192§0253~ B
8.0—12.0: 1.15:1
BAROMETRIC PRESSURE METHOD 105
AVERAGE POWER (WATTS) 2.0 COND. C

DC RESISTANCE

50 OHMS £ 5%

INTERFACE DIMENSIONS

MIL—C—-39012C
SMA SERIES

AVERAGE POWER DERATING

100

% OF RATED PWR.
25 50

0

50 75

|
125 150

CASE TEMPERATURE IN C

TORQUE REQUIREMENT

MIL—D—39030/
SMA SERIES
7—-10 IN/LBS (PER PAIR)

e TERMINATION, SMA PLUG
2 WATT W/CHAIN

P.0. BOX 899
Tabs STUART, FL. 34995
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