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TITLE: SPECIFICATION CONTROL DRAWING
PART IDENTIFIER:    TS0500W3 KIT

DESCRIPTION: CHIP:     ATTENUATOR KIT
         1 THRU 10DB IN 1DB INCREMENTS, 5 PIECES EACH.

ASSEMBLY DWG:     N/A

1.0 SPECIFICATIONS

    1.1 ELECTRICAL
       1.1.1 IMPEDANCE: 50 OHMS NOMINAL.
       1.1.2  FREQUENCY RANGE: DC-18GHZ
        1.1.3  ATTENUATION ACCURACY:  ±0.5DB @ 1 GHZ.

1.1.4 VSWR: 1.30 MAX.
1.1.5 INPUT POWER: 100 MILLIWATTS CW.

1.1.5.1 FULL RATED POWER TO 125°C, DERATED LINEARLY TO 0 WATTS AT 150°C.
1.1.5.2 PEAK POWER, 1 WATTS FOR 10US PULSE WIDTH @ 1% DUTY CYCLE.

    1.2 MECHANICAL:
    1.2.1 OUTLINE DWG:  SEE SHEET 2, FIGURE 1.
       1.2.2 WORKMANSHIP:  PER MIL-R-55342.

    1.3 ENVIRONMENTAL:
       1.3.1   `ALTITUDE:
              1.3.1.1 NON-OPERATING: SEA LEVEL TO 50,000 FEET.
              1.3.1.2 OPERATING: SEA LEVEL TO 50,000 FEET.
       1.3.2  TEMPERATURE RANGE:
                 1.3.2.1 NON-OPERATING: -55 C TO +150 C.
              1.3.2.2 OPERATING -55°C TO +150°C.
       1.3.3  VIBRATION: PER MIL-STD-202, METHOD 204, COND. D
       1.3.4 SHOCK: PER MIL-STD-202, METHOD 213, COND. I.
       1.3.5  MOISTURE RESISTANCE: PER MIL-STD-202, METHOD 106 EXCEPT SUBCYCLE STEPS 7A AND 7B AND

POLARIZATION AND LOAD ARE NOT APPLICABLE.

2.0 UNIT MARKING:    MARK ONLY WITH COLOR DOT.  LEGIBILITY AND PERMANENCY PER MIL-STD-130.

3.0 QUALITY ASSURANCE: N/A

4.0 PACKAGING:    STANDARD WAFFLE PACK PER MC0023.




